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SRS 1 325mm (L) x 83mm (W) x 135mm (H)
R : 240v/50Hz/8watts/0.15amps
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Freshzone Il — Stainless Steel

How does it work?

FRESHZONE units have a special ultra violet lamp that produces Ozone in much the same way as in the
upper atmosphere. Ozone is a precious resource, not only as nature's germicide but also a shield
protecting the earth. Ultra violet light destroys bacteria, molds and viruses which do not build up an
immunity as they do, as chemicals and sprays.

Benefits:

Keeps the washrooms safe and hygienic.

Reduces the risk of cross-infection from airborne bacteria.

Safeguards staff and customers thus creating a cleaner, healthier washroom environment.
Eliminates unpleasant maladour.

No trace of previous user.

Runs silently.

Simple and easy to maintain.

Installed and serviced by trained technician.

Applicable to these areas :

Kitchens Dining Rooms Restaurants Offices Lounges Karaoke Rooms Pubs Discos Toilets (Home/Public)
Hospital Wards Bin Centres Places with Central Air-Conditioning

Specifications :

Colour : Stainless Steel

Mounting : Horizontal

Dimensions : 325mm (L) x 83mm (W) x 135mm (H)

Voltage : 240v/50Hz/8watts/0.15amps

Replacement Lamp : Double-headed 2 pins or Single-headed 4 pins

Features:

Simple and easy to maintain
Effective and safe to use

No hidden cost

UV Lamp replaceable when required

Total Bacterial Count (cfu/m3)
B4 Exposure After 5mins Exposure

- i 0,
Location of UV Lamp of UV Lamp Reduction(%)
Comference 501 63 87%

Toilet 1798 240 87%

Test result at a selected site Singapore's IAQ Guideline: 500cfu/m3
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